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1. Introduction

The irradiation response of SiC materials, including both bulk
SiC and epitaxial graphene (EG) on SiC, has received substantial
amount of attention in the context of various applications. In par-
ticular, bulk SiC, existing as more than a hundred different poly-
types, has been studied extensively in the past decades, as SiC
composites are known for their excellent radiation tolerance,[1,2]

with potential applications as nuclear fission and fusion
materials, as also atomistic simulations indicate.[3,4] At high

temperatures, the metastable cubic poly-
type transforms to the hexagonal poly-
type,[5] a conversion observed also at lower
temperatures under neutron irradiation.[6]

Furthermore, applications of bulk SiC with
irradiation-induced defects in the field of
quantum computing have been demon-
strated. Using ion irradiation, point defects
in SiC polytypes can be created, which
exhibit electronic spin states with long
coherence time forming spin qubits.[7,8]

The second subsystem of interest is EG
on SiC,[9] which possesses many advan-
tages over graphene prepared by exfolia-
tion[10] and chemical vapor deposition[11]

techniques, including the fact that it does
not require transfer to another substrate
(e.g., for device applications), given
the insulating nature of SiC. In addition,
EG can also be patterned and modified
by irradiation.[12–14] In particular, swift
heavy-ion irradiation has been used to opti-
mize EG for the purpose of gas sensing.[15]

Moreover, ion impacts were reported to change graphene behav-
ior from n-doped to p-doped, so that ion bombardment can be
used to tailor the properties of the system for electronic
applications.[16]

During the growth of EG on SiC, a buffer layer (here: zero-layer
graphene, ZLG) is formed, which exhibits a hexagonal lattice as gra-
phene but it is covalently bonded to the substrate. The structure and
electronic properties of ZLG have been studied extensively both
experimentally[17–19] and theoretically.[20–26] The bonded ZLG
possesses the electronic structure which differs from that of
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Using first-principles and analytical potential atomistic simulations, production of
defects in epitaxial graphene (EG) on SiC upon ion irradiation for ion types and
energies accessible in helium-ion microscope is studied. Graphene-SiC systems
consisting of the buffer (zero) graphene layer and SiC substrate, as well as one
(monolayer) and two (bilayer) additional graphene layers, are focused on. The
probabilities for single, double, and more complex vacancies to appear upon
impacts of energetic ions in each graphene layer as functions of He- and Ne-ion
energies are calculated and the data are compared with those obtained for free-
standing graphene. The results indicate that the role of the substrate is minimal for
He-ion irradiation with energies above 5 keV, which can be associated with a low
sputtering yield from this system upon ion irradiation, as compared with the
common Si/SiO2 substrate. In contrast, SiC substrate has a significant effect on
defect production upon Ne-ion irradiation. The results can serve as a guide to the
experiments on ion irradiation of EG to choose the optimum ion beam parameters
for defect-mediated engineering of such systems, for example, for creating nucle-
ation centers to grow other 2D materials, such as h-BN, on top of the irradiated EG.

RESEARCH ARTICLE
www.pss-rapid.com

Phys. Status Solidi RRL 2022, 2200292 2200292 (1 of 9) © 2022 The Authors. physica status solidi (RRL) Rapid Research Letters
published by Wiley-VCH GmbH

 18626270, 0, D
ow

nloaded from
 https://onlinelibrary.w

iley.com
/doi/10.1002/pssr.202200292 by A

alto U
niversity, W

iley O
nline L

ibrary on [22/11/2022]. See the T
erm

s and C
onditions (https://onlinelibrary.w

iley.com
/term

s-and-conditions) on W
iley O

nline L
ibrary for rules of use; O

A
 articles are governed by the applicable C

reative C
om

m
ons L

icense

mailto:m.jain@hzdr.de
mailto:a.krasheninnikov@hzdr.de
https://doi.org/10.1002/pssr.202200292
http://creativecommons.org/licenses/by/4.0/
http://www.pss-rapid.com
http://crossmark.crossref.org/dialog/?doi=10.1002%2Fpssr.202200292&domain=pdf&date_stamp=2022-10-28


free-standing graphene. ZLG exhibits a large bandgap and the pin-
ning of the Fermi level by a conduction band for the Si-terminated
face.[20,21] However, the missing Dirac cones emerge in the next
graphene layer. We refer to this system as monolayer graphene
(MLG).

The possibility of growing 2Dmaterials on top of each other to
form van der Waals heterostructures has been demon-
strated.[27,28] The thereby-realized heterostructures are promis-
ing for various devices architectures including atomically thin
transistors. For this type of epitaxial growth, usually known as
vdW epitaxy, nucleation can take place at surface features such
as defects and surface steps.[29] In a recent study, h-BN islands
were grown on EG with spatial control, using a focused ion beam
(FIB) within a helium-ion microscope (HIM) to precisely control
defect production and engineer nucleation sites.[30] At the same
time, while EG on SiC obviously represents an interesting 2D
material with numerous applications, its response to impacts
of He ions in the HIM has not been fully understood. It can
be different from that in free-standing graphene, as recently
demonstrated for various supported 2D materials on SiO2

[31]

or metal[32] substrates.
In this work, using atomistic simulations at the analytical

potential and density functional theory (DFT) levels, we theoreti-
cally study defect production in EG on SiC under impacts of He
and Ne ions. We explicitly account for the effects of the substrate
(bulk SiC) on the response of graphene to irradiation. Since the
substrate affects the number of displaced carbon atoms and
vacancy types in EG, we present information about the number,
types, and location of defects produced in each layer of EG to
guide the experiment in tailoring the defect production.

2. Computational Details

Prior to carrying out massive analytical potential molecular
dynamics (APMD) simulations, we tested the accuracy of the
potential available for SiC in the context of defect energetics,
because the choice of the potential is crucial for the assessment
of the number of defects produced in the material under irradia-
tion, as shown previously, for example, for MoS2.

[33]

2.1. DFT Calculations

All the structures were studied within the framework of DFT as
implemented in Vienna Ab initio Simulation Package.[34–37]

The semilocal exchange-correlation functional of Perdew–
Burke–Ernzerhof[38] (PBE) was used. The DFT-D3 method[39]

was selected to describe the long-range van der Waals interac-
tions. The kinetic energy cutoff was set to 400 eV. At first, the
properties of the bulk SiC system were studied. The calculated
lattice parameters for bulk 4H-SiC (0001) (a ¼ 3.08805Å and
c ¼ 10.109Å) were found to be close to the values given in
the literature.[26] Similarly, the calculated lattice parameter for
graphene is 2.46 Å. Due to computational limitations, we
adopted a 4� 4 SiC model instead of the real 6

ffiffiffi

3
p � 6

ffiffiffi

3
p

R30°

(6R3) reconstruction model, as done previously, see the study
by Markevich et al.[26] for the comparison of the models. The
coincidence lattice mismatch in this approximate model is
0.42%. A supercell of 5� 5 graphene adsorbed on 4� 4 SiC
was constructed. The substrate consisted of four Si–C layers,
as shown in Figure 1a. The dangling bonds at the bottom C

Figure 1. a) The top view of the optimized 5� 5 graphene 4� 4 Si–C model adopted in this work. Only the first SiC bilayer and ZLG are shown for
clarity. b–d) The optimized supercells of ZLG, MLG, and BLG systems on top of SiC consisting of one, two, and three layers of graphene, respectively. The
Si, C, and H atoms are represented as blue, brown, and pink balls, respectively.
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atoms were saturated with hydrogen atoms. A vacuum of about
14 Å was added between the periodic images of the system in the
z-direction. Three sets of calculations were performed. In each of
them, an additional layer of graphene was added on top of the
surface. Thus, we obtain ZLG, MLG, and bilayer graphene
(BLG) systems with one, two, and three graphene layers, respec-
tively (see Figure 1b–d). The 4� 4� 1 Γ-centered k-point mesh
was used. All the structures were relaxed until the Hellman–
Feynmann forces were below 10�3 eV Å�1, and the energy differ-
ence in the electronic self-consistent field was below 10�6 eV.

2.2. Analytical Potential Molecular Dynamics Simulations

The APMD simulations were performed using the LAMMPS[40]

package. The Tersoff[41,42] potential was used to describe the
interactions between Si–Si, Si–C, C–C atoms, and Ziegler–
Biersack–Littmark[43] (ZBL) potential for the interaction of
He/Ne ions with other atoms in the system. The standard
12/6 Lennard–Jones potential between the C atoms with
ε¼ 0.0027 eV and σ¼ 3.393 Å was used to account for the
long-range interactions in the multilayer graphene systems. A
large simulation cell of dimensions 128 Å�126 Å�100 Å was
constructed for each system type. The thickness of the slab
was chosen by performing transport of ions in matter (TRIM)
simulations[44] for a slab hundreds of nm thick and determining
fromwhich depth the energetic recoils can reach the surface. The
SiC system consisted of eight Si–C bilayers placed below the gra-
phene layers. Test calculations for the thicker substrate gave the
same result within the statistical error. Periodic boundary condi-
tions were applied in the x- and y-directions. Before performing
any irradiation simulations, all the structures were carefully opti-
mized using the conjugate gradient algorithm. The energy dissi-
pation during ion impact simulations was performed using a
Berendsen thermostat.[45] Three thermostat regions were con-
structed around the boundary atoms as described previously.[46]

The irreducible area was chosen to simulate defects produced
under impacts of energetic ions. 378 impact points were then
used to simulate the outcome of single-ion impact statistically.
Notably, these simulations reflect the irradiation of the material
in the single-impact limit corresponding to low fluences
(6.2� 1011 ions cm�2), in which the probability that the ion hits
the same spot is negligibly small. The time step varied depending
on the maximum velocity of the atoms in the system. The

maximum distance travelled during one time step was set to
0.001 Å, and the time step was calculated accordingly, falling
in the range from about 10�4 fs for He ions with maximum ener-
gies (in the beginning of the run) up to 0.1 fs. The impact simu-
lation was followed by quenching of the system and analysis of
the atomic structure. The total run time for any simulation was
about 25 ps. We consider ion energies in the range of 5–30 keV,
which can be used (although at the cost of a partial loss of spatial
resolution at low energies) in HIM experiments. We neglected
the effect of step edges on defect production, as their concentra-
tion should be relatively low, and our simulation cell was defi-
nitely smaller than the typical micrometer-sized SiC plateau
observed in the experiments.

3. Results and Discussions

3.1. DFT Versus APMD Simulations

In this section, we will compare the results for structural param-
eters and binding energies calculated using the DFT and APMD
approaches. Using DFT and Tersoff potential calculations, the
binding energies of ZLG to the Si–C substrate are found to
be �0.12 and �0.14 eV per carbon atom, respectively
(see Table 1). Both values are slightly lower as compared to
the local-density approximation (LDA)[26] and local spin density
approximation (LSDA)[20] values. However, it is expected that the
LDA overestimates the binding energy.[47] The adsorption distan-
ces calculated using both DFT (2.28 Å) and Tersoff potential
(2.29 Å) are quite similar. However, the corrugation heights (max-
imum displacement of graphene carbon atoms in z-direction) of
ZLG differ significantly from both techniques (0.65 and 1.27 Å).
From DFT, the top layers are extremely flat in MLG and BLG sys-
tems with corrugation heights of 0.13 and 0.02 Å, respectively.
However, Tersoffþ LJ overestimates these values (0.39, 0.09 Å).
In addition, the binding energies for these layers (0.11,
0.17 eV) are estimated to be higher than the DFT-calculated values
(0.06 eV). From experimental studies, the corrugations in ZLG
and MLG are determined as around 0.52–1 and 0.29–0.4 Å,
respectively.[48,49] The C–C interplanar distances are in the range
of 3.38–3.42 Å (DFT) and 3.20–3.27 Å (Tersoffþ LJ).

Next, we assessed the formation energies of single vacancies
Ef in ZLG by removing carbon atoms at different locations; see
Figure 2a. Ef was calculated using the following equation

Table 1. Structural properties calculated using DFT and analytical potentials for top layers of ZLG, MLG, and BLG systems, along with the results available
in the literature. Here, h is the average adsorption distance/c–c interplanar distance, Δh is the maximum corrugation height and Eb is the binding energy
of graphene per C atom.

ZLG MLG BLG

Method h [Å] Δh [Å] Eb [eV] h [Å] Δh [Å] Eb [eV] h [Å] Δh [Å] Eb [eV]

PBEþvdW 2.28 0.65 0.12 3.42 0.13 0.06 3.38 0.02 0.06

MD 2.29 1.27 0.14 3.27 0.39 0.11 3.26 0.09 0.17

LDA[26] 2.22 0.52 0.18 – – – – – –

LSDA[20] 2.58 – 0.17 3.30 – – – – –

PBEþvdW[25] 2.32 0.83 – 3.40 0.41 – 3.37 0.24 –

Perdew–Wang[22] – 1.20 – – 0.40 – – – –
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Ef ¼ EN�1 � EN þ μðCÞ (1)

where EN�1 and EN are the energies of the defective and pristine
system after geometry optimization, respectively. As we are inter-
ested in the formation of defects under ion irradiation, but not at
their equilibrium concentration at finite temperatures, the chem-
ical potential of carbon atom μðCÞ was chosen to correspond to
the energy of an isolated atom. In the above equation, μðCÞ

equals �1.32 eV as DFT calculations yield, and it is zero in
the analytical potential approach.

Ef values for single vacancies are in the range of 10.0–12.1 eV
(DFT) and 7.2–8.6 eV (Tersoff ). The single-vacancy formation
energies for ZLG are lower than those for free-standing
graphene (�15.24 eV). This can be expected, as bonding of gra-
phene to a substrate lowers the formation energy.[32] The lowest
DFT-calculated formation energy is for the Hollow-2 site
(�10.0 eV), where sp2 carbon atom is bonded to three other

Figure 2. a) The pictorial representation of different vacancy sites. Only top two SiC layers are shown for clarity. The ZLG C atoms are shown in brown. The
atoms shaded in red were removed to create C vacancies. The C atoms in SiC are shown in yellow. The blue and light blue atoms are Si of first and second
layer, respectively. b) The defect formation energies calculated for ZLG with respect to different single-vacancy sites using PBE–DFT and Tersoff potential.

Figure 3. The average number of displaced carbon atoms from a–c) different graphene layers of the ZLG, MLG, BLG systems and d) free-standing
single-layer graphene as a function of He-ion energies. The error bars are the standard deviations from the mean value.
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sp3 carbon atoms. The next lowest formation energy site is
found for the sp3 carbon atom (bonded) on top of the silicon
atom (�10.6 eV). The resultant reconstruction is similar to what
has been previously reported.[50] Both Hollow-1 (�11.6 eV) and
Bridge (�12.1 eV) sites have a higher formation energy as the
sp2 carbon atom is bonded to three other sp2 carbon atoms.
From Figure 1b, it is apparent that the Tersoff potential gives
the values of Ef which are in qualitative agreement with the
DFT values, but it underestimates vacancy formation energies
in ZLG, so that the concentration of irradiation-induced defects
assessed using this potential may be higher than what one can
envisage using the DFT results. Moreover, the ion energies sim-
ulated in this work are rather high, giving rise to the energies
transferred to the recoil atoms that are on average substantially
higher than the Ef values, so that one can conclude that the
Tersoff potential is overall suitable for carrying out the irradia-
tion simulations of the graphene–SiC system.

3.2. Average Number of Carbon Atoms Displaced upon
He-/Ne-Ion impacts

Having compared the structural properties and single-vacancy
formation energies obtained using the DFT and Tersoff potential
simulations, we proceed with the discussion of the results of ion
irradiation simulations. Here, we present the layer-wise analysis
of the defects produced in the ZLG, MLG, and BLG systems. For

that, we considered beam energies of 5, 8, 12.5, 16, 19, 22, 25,
and 30 keV. In Figure 3 and 4, the average number Nn of
carbon atoms displaced from a graphene layer with index n
per He-/Ne-ion impact is presented. Atoms were considered
to be displaced from the layer if the separation between the initial
and final positions (in z-axis) was more than 2.1 Å.

For He, the number of atoms displaced from the top layers in
ZLG,MLG, and BLG systems decreases with increasing ion ener-
gies. Such a behavior is typical for 2D materials including gra-
phene,[51] h-BN[52,53], MoS2

[31,33], and black phosphorus[54]

sheets. The reason for the drop in the number of defects has been
discussed previously at length, see Ref. [55] and references
therein. It is related to a decrease in the cross section for atom
displacement at higher energies of the projectiles. In contrast, all
ion energy is eventually transferred to defects and heat in the
bulk system, but more defects are produced with increasing
energy, although deeper in the sample. Correspondingly, at
higher energies, more defects will be produced in SiC, but
not in graphene. In case of ZLG, NZLG

1 � 0.05 is found at lower
energies such as 5 keV. At the same time, in the energy range of
8–30 keV,NZLG

1 lies between 0.004 and 0.015. In contrast to ZLG,
for MLG and BLG, only slight decrease in NMLG

2 and NBLG
3 is

observed at energies above 5 keV. Hence, one can conclude that
the substrate weakly affects the defect production in graphene for
He-ion energies higher than 5 keV. This can be associated with a
smaller sputtering yield from SiC, as compared to, for example,

Figure 4. The average number of displaced carbon atoms from a–c) different graphene layers of the ZLG, MLG, BLG systems and d) FSG as a function of
Ne-ion energies. The error bars are the standard deviations from the mean value.
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SiO2. Indeed, our simulations using the code TRIM[44] gave the
following values for the total sputtering yield from SiO2 and SiC
substrates under 30 keV He-ion irradiation: YSiC ¼ 0.18 and
YSiO2

¼ 0.47. We note that for ZLG about 60% of the displaced
atoms are sputtered away, that is, left the sample, which also
emphasizes the important role of the SiC substrate.

We note that the presence of the substrate reduces the number
of defects produced directly by impacts of energetic ions, as
evident from the comparison of the BLG and free-standing

graphene, but at high energies of He ions, most defects are
produced by atoms sputtered from the substrate, as shown pre-
viously.[31] We also note that the sputtering yield depends on ion
energy. At energies above 10 keV the defect numbers are com-
parable to the values obtained previously in the simulations of
the irradiation of free-standing graphene.[51] The effect of
the substrate is apparently manifested in the absence of
Stone–Wales defects reported for free-standing graphene.[56]

On the other hand, in case of heavier Ne ions, the substrate
effects in displacing C atoms are clearly noticeable. The NZLG

1

values are much higher than NMLG
2 (0.26–0.15) and NBLG

3
(0.23–0.15) for the energy range considered in this study. The
NZLG

1 (0.39–0.30) values are constant in the range of 5–30 keV,
which is clearly different for the free-standing graphene, where
the values decrease with ion energy.[51] The observed trend is as
follows: BLGð3Þ � MLGð2Þ < ZLGð1Þ. In this case, the increase
in number of graphene layers in the system reduces the substrate
effect.

3.2.1. Finite-Temperature Irradiation Simulation

So far we have not studied the role temperature plays in defect
production. In addition to the simulations performed at T ¼ 0K,
we also carried out simulations at room temperature T ¼ 300K
and compared the results obtained for the case where MLG sys-
tem was irradiated with Ne ions. Prior to irradiation, the system
was thermalized at 300 K. The thermostat regions were also kept

Figure 5. Average number of displaced carbon atoms fromMLG system at
zero and room (300 K) temperature as functions of Ne-ion energy.

Figure 6. a–d) The average number of different types of vacancies (single, double, and complex) produced from single He-ion impact in the top graphene
layer present in ZLG, MLG, and BLG systems compared to free-standing graphene.
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at this temperature during the irradiation stage. The results are
presented in Figure 5. It is evident that the number of defects in
the buffer layer decreases due to in situ annealing of defects, but
in the top layer increases, which can be associated with a higher
backscattering rate of Ne atoms due to atom motion in SiC and
also higher sputtering rate of the substrate atoms. For most ener-
gies, the absolute numbers differ by 30–50% with the difference
being smaller for the experiment-relevant energies of 20–30 keV,
while the trends in the sputtered atoms versus ion energy remain
the same. Overall, as we aim at order-of-magnitude estimate of
the concentration of irradiation-induced defects, one can state
that the results are qualitatively the same.

3.3. Vacancy-Type Analysis and Comparison to Free-Standing
Graphene

In Figure 6 and 7, the numbers of different types of vacancies
(single, double, complex) produced by He- and Ne-ion impacts
in the top layer of each system are compared. When the ZLG
system is irradiated with He ions, mostly single vacancies are
produced. At energies ≤19 keV, few occurrences of complex
and double vacancies are seen. Similar results are obtained
for other systems. The following trend is observed with respect
to number of vacancies produced for each vacancy type:
Ncomplex < Ndouble < Nsingle. As the substrate effects are minimal
in case of He irradiation of BLG, the response of the BLG system

resembles that of the free-standing graphene. The number of sin-
gle vacancies in free-standing graphene and BLG lies in the range
of 0.007–0.016 and 0.008–0.019, respectively. The numbers of
double vacancies are below 0.003 in both cases. Moreover, no
complex vacancies are produced.

As evident from Figure 7, single vacancies are dominant also
for Ne irradiation in the considered energy range. In case of
ZLG system, the amounts of complex (0.03–0.05) and double
(0.04–0.07) vacancies are larger than in the free standing gra-
phene case (0.003–0.02 and 0.02–0.04, respectively), whereas
BLG and MLG behave similarly to the free-standing graphene.
The numbers of single, double, and complex vacancies in
BLG are 0.12–0.24, 0.02–0.04, and 0–0.02, respectively. These
values are close to those obtained for the free-standing graphene
(single (0.1–0.2), double (0.02–0.04), and complex (0–0.02)).
Similarly, this is also true for single (0.12–0.25), double
(0.02–0.05), and complex (0.004–0.02) vacancies in MLG.

4. Conclusion

In conclusion, using atomistic simulations, we studied the
effects of ion irradiation on graphene epitaxially grown on
SiC. Keeping in mind the potentials of HIM for creating defects
with subnanometer spatial resolution, we focused on ion ener-
gies and ion types accessible in HIM. We benchmarked the
Tersoff potential against DFT calculations in the context of defect

Figure 7. a–d) The average number of different types of vacancies (single, double, and complex) produced from single Ne-ion impact in the top graphene
layer present in ZLG, MLG, and BLG systems compared to free-standing graphene.
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energetics, and our results indicate that although the Tersoff
potential gives a qualitatively correct picture, it underestimates
defect formation energies, which means that the concentration
of defects in the samples after irradiation can slightly be higher,
as obtained in the APMD simulations. On the other hand, the
in situ annealing of defects on the macroscopic timescale is
not accounted for in our simulations, which may have the oppo-
site effect. From previous studies it is known that the structural
evolution of defects in sp2-bonded carbon materials includes
migration of single vacancies[57,58] and their coalescence into
larger defects followed by Stone–Wales-like bond rotations.[59,60]

In multilayer graphene, annihilation of interstitials with vacan-
cies is naturally expected. We note, though, that according to
the DFT calculations, the efficient annealing of defects in gra-
phitic systems requires elevated temperatures, around 300 °C,
when single vacancies and bound interstitials become
mobile,[57,58,61–63] as also corroborated by experimental observa-
tions.[64] Thus we expect that our calculations give qualitatively
correct estimates of the number of defects in the system pro-
duced at room temperature. We further assessed the number
of single, double, and more complex vacancies per ion impact
of He and Ne ions produced in the graphene–SiC systems con-
sisting of the buffer graphene layer and SiC substrate, as well as
one and two additional graphene layers, and compared the data to
those obtained for the free-standing graphene. We found that the
role of the Si–C substrate is minimal for He-ion irradiation with
energies above 5 keV. In contrast, SiC substrate has a significant
effect on defect production upon Ne-ion irradiation. Our results
can be used to guide the experiments on ion irradiation of EG
and optimize the ion beam parameters (fluence, ion energy)
for defect-mediated engineering of such systems, for example,
for creating nucleation centers for growing new 2D materials
such as h-BN on top of the irradiated EG.
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